
Making Ironmongery Easy

For more information please contact
01451 824110   I   sales@wellinguk.com   I   www.wellinguk.com 

Welling Ironmongery Ltd, Unit R1, Bourton Industrial Park, Bourton on the Water  GL54 2HQ

1196 EN2-4 Overhead Door Closer
500.1196.11

Product Specification 
Suitable for commercial projects
Power adjustable from size 2 to 4
Backcheck and delayed action functions

Specification

Brand Boss Door Controls

Finish Silver

Power Size EN2-4  Adjustable by Valve

Max Door Width 1100mm

Max Door Weight 80kg

Backcheck Yes

Adjustable Latching Action Yes

Adjustable Closing Speed Yes

Delayed Action No

Opening Angle 180 degrees

Mechanism Rack and Pinion

Fire Rated FD30/FD60

Fire Tested BS EN 1634

Performance Tested BS EN 1154

Softline cover and matching armset
Matches our polished stainless steel door furniture range
Semi Curved cover design
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Technical Information

Options

Specification Overview

Other Benefits

Fire Tested to 
EN1634 
& UL10C

Max Door 
Weight 80kg

Opening Angle
180º

Max Door Width
1100mm

Adjustable
Closing Speed

Universal
Application

Power Size 
EN2-4

Adjustable 
Latch Speed

Back Check Guarantee

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION
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TS5204 
CPR2012211

Endurance DDA DoP

Rut LockRUT Lock

Min Door  
920mm fig1 
887mm fig66

Endurance DDA DoP

• Hold-Open arm (Not to be used on fire doors)

• Drop plate

Options not covered by CE.

4 8 4
2 1 1 3

BS EN 1154 Classification
TS.5204 door closers have been independently tested to conform with 
the EN 1154 performance standard. They are CE & UKCA marked and 
classified as follows:

Standard Arm Fig 1.

BS EN 1634 Fire Test
TS.5204 closers have been tested to EN 1634 for 30, 60 and 120 
minute door sets. Test certificates are available on request.

The TS.5204 door closer with its high efficiency engineering meets 
and exceeds the BS 8300 Equalities Act, Document M, helping to 
assist door sets with the ease of opening doors.

ADA Compliant
Fire doors shall have a minimum opening force allowable by the 
appropriate administration authority, and doors other than fire doors 
5 pounds maximum opening force (22.2N) from push or pull side.

• Painted and Plated finishes

IFCC 1434

For fitting instructions see website - www.rutlanduk.co.uk

ITT Timber Leaf & Timber Frame 
May be fitted Standard, Parallel Arm or Transom fixing position on 
previously tested single-acting, latched or unlatched, intumescent 
sealed timber door and timber frame assemblies.

All dimensions shown are in mm.Mechanism Cover
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